
 

 

Drainmax
®

 

Prefabricated Drains 

 

 
DrainMax prefabricated drains combine a formed polymeric drainage core with a filter fabric bonded to one side. The 
filter fabric is bonded to each dimple to prevent soil intrusion into the core flow channels while allowing water to freely 
enter the drain core. The core provides an uninterrupted path for water to flow to designated drainage exits. 

The GMX DrainMax Sheet & Total Drain are an economical solution for reducing hydrostatic pressure against 
structures and protecting & enhancing the life and performance of waterproofing membranes. 

 

Typical 
properTy Values 

asTM 

Test Method 

unit of 

Measure 

VerTical 

(4’ x 50’ rolls) 

HoriZoNTal 

(4’ x 50’ rolls) 

VerTical 

(6’ x 50’ rolls) 

HoriZoNTal 

(6’ x 50’ rolls) 

 
periMeTer 

FaBric 200 500 520 350 650 p-200 p-500 p-520 p-650 ToTal DraiN 

Material 1
   PP PP PP PP PP PP PP PP PP PP 

Water Flow Rate D 4491 
gpm/ft2

 165 165 165 160 160 150 150 150 160 150 

Lpm/m2
 6,724 6,724 6,724 6,520 6,520 6,113 6,113 6,113 6,520 6,113 

Grab Tensile Strength D 4632 
lbs 100 100 100 385 x 220 385 x 220 115 115 115 385 x 220 115 

N 445 445 445 1,713 x 979 1,713 x 979 512 512 512 1,713 x 979 512 

CBR Puncture 
Strength 

D 6241 
lbs 275 275 275 725 725 320 320 320 725 320 

kN 1.22 1.22 1.22 3.22 3.22 1.41 1.41 1.41 3.22 1.41 

Apparent Opening 
Size 

D 4751 
sieve 70 70 70 45 45 70 70 70 45 70 

mm 0.21 0.21 0.21 0.35 0.35 0.21 0.21 0.21 0.35 0.21 

Grab Elongation D 4632 % 65 65 65 15 15 70 70 70 15 70 

UV Resistance D 4355 % / 500 Hrs 70 70 70 90 90 70 70 70 90 70 

core 200 500 520 350 650 p-200 p-500 p-520 p-650 ToTal DraiN 

Material 1
   HIPS HIPS HIPS HIPS HIPS PP PP PP PP HIPS 

Thickness D 1777 
in 0.25 0.44 0.44 0.25 0.44 0.40 0.44 0.44 0.40 0.44 / 1.0 

mm 6.35 11.0 11.0 6.35 11 10 10 10 10 11 / 25.4 

Compressive Strength D 1621 
psf 11,000 15,000 15,000 30,000 18,000 11,000 15,000 15,000 18,000 9,000 

kPa 527 718 718 1,436 862 527 718 718 862 431 

Flow Rate 2
 D 4716 

gpm/ft 12.5 17.0 17.0 13 13 18 18 18 21 80 

Lpm/m 155 211 211 161 161 224 224 224 261 994 

Recycled Content % Weight 74% 77% 74% 74% 74% – – – – 83% 

1 - PP = Polypropylene; HIPS = High Impact Polystyrene 

2 - In-plane flow rate measured at 3,600 psf (172 kPa) compressive load and a hydraulic gradient of 1.0. 

 

All technical information contained in this document is accurate as of time of publishing. GMX, Inc. 
reserves the right to make changes to products and literature without notice. Please refer to our 
website for the most current technical information available. Unless otherwise stated, all physical and 
performance properties listed are Typical Values as defined in ASTM D 4439. 
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