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Acoustical, thermal and sound
dampening insulation

Acoustical Insulation )
EkoStop is a highly versatile acoustical, thermal and sound damp- Eco-Friend Iy

eninginsulationmaterialthatislightweightanddurable.ltcan g 5s16nis non-toxic, non-allergenic andis VOC-free

be used asanacousticalinsulation, atackable/pinnable surface,

forimpactresistance andwallprotection, asathermalinsula- EkoStopis 100%recyclable at the end ofiits life

tion, for sound dampening, and as a backing material for fabric

coverings. EkoStop provides excellent acoustical performance LEED credifs are available with the use of EkoStop

andisidealforuseinthe absorptionof airborne noise. Italso
has excellent pin-holding characteristics and, unlike cork, willnot
break down overtime.

Product Features

e Fabricated from 100% non-woven polyesterand
contains 60% post-consumercontent

e Canbe faced, clad orusedinitsraw state

* Non-foxic and non-allergenic

* Won'trot, deteriorate or change color over fime

* Resists bacteria and fungal growth

* Canbe easily fabricated on the job site with standard
tools

* Made in the USA

The dB Difference

EkoStop offers numerous benefits depending on the applica-
tion.Itoffersseriousimpactresistance andcanevenbeused

as a shock absorbent flooring underlayment. EkoStop provides
exceptional acoustical performance, reducing airborne noise and
fransmitted sound and also provides excellent thermalinsulation.
The material holds pins and thumb tacks far better than cork
and will not break down or crumble.
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Product Data
Acoustical Insulation
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Uses

Reduce disturbances from airborne noise and fransmitted

sounds in new and existing structures: —

e Commercial & residential construction ﬁ :I O

e Multi-family living units

e Hotels .50 NRC 1/2" Tthk 9.4 PCF

e Bedrooms

e Music rooms & home theaters Preparation and Application

e Conferencerooms& privacyprotectedareas

« Aquatic centers 1. EkoStop canbe cut andinstalled using standard materials

» Gymnasiums 2. Apply EkoStop directly to drywall, concrete, CMU or other
ASTM E 84 Class A materials

3. EkoStopcanalsobeusedasacomponentofpre-made

_ acousticaland tackable panels, modular panel systems as well as

ceiling tiles, baffles, clouds, diffusers and as flooring underlayment

Roll Dimensions 4' x 8' sheets & 2' x 4’ sheets A
and as an acoustical component of HVAC systems
Customization Easily cut with utility knife
Composition 100% non-woven polyester
Weight 0.4 Ibs./sq. ft.
13 Ibs. per 4’ x 8' sheet
Disposal Fully recyclable
Handling Safe to handle
Water vapor <0.4% by weight
Absorption Non-hygroscopic
Weathering No change in appearance
Fungal growth testing ATM C 1338-08 Standard Test

Passed: no fungal growth after 4 weeks

VOCs >0.1%
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