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dB-4Pro  
dB-4Pro Installation Instructions (Vinyl/Carpet tile) 
 

General 
dB-4 Pro is designed for reduction of impact noise in wood and concrete floor ceiling 
systems. dB-4 Pro is not warranted as a moisture barrier                                                                                                                                                                        

Step 1: Installation of dB-4Pro  Acclimate the rolls of dB-4 Pro for a minimum of 24 
hours at temperatures 60 degrees F or greater to reduce material stiffness when 
unrolling. 

 dB-4 Pro has 1 side with a fiber fabric which is to be place down for glue down 
finish floors. 

 Starting in one corner of the room, unroll dB-4 Pro flush with existing wall and 
cut to required length (See photo A). Us a straight edge and cut with a utility 
knife. Make sure the giber side is facing down. 

 Roll out additional dB-4 Pro rolls tightly butting the side edges to one another 
(See Photo B). Do not overlap seams. 

 End joints should be staggered.  
 Tape the joints with dB DriSeal tape  

  
 dB-4 is easily cut to fit around irregular objects and columns. Use dB DriSeal Tape 

to seal around drains and columns. 
 

Step 2: Application of dB JointSeal Tape 
 Store dB DriSeal Seam Tape indoors in a cool, dry area at temperatures between 

600F and 800F. 
 Butt edges of dB-4 Pro flooring underlayment, DO NOT OVERLAP SEAMS.  Apply 

dB dB-4 DriSeal tape over all the seams to completely seal the gap between the 
adjacent edges of dB-4pro underlayment. Press the tape firmly and smoothly 
onto the dB-4 Pro with a hand roller to remove any bubbles or wrinkles. 

 dB-4Pro is easily cut to fit around irregular objects, like pillars and poles. Use dB 
DriSeal seam tape to seal around drains and Columns. 
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Installation of Finished Flooring 
 

LVT and VCT Finished Vinyl Flooring (For use in residential and light 
commercial installations only) 
Premium vinyl floor adhesives such as XL Stix 5300 and XL Stix Essential spray adhesives 
are recommended for LVT and VCT glue down installations. 

 DB-4 Pro is to be installed black side down for LVT and VCT installations, and is 
not designed to be glued to the sub floor. 

 Acclimate the floor covering at the installation site per the flooring 
manufacturer's requirements.  The floor covering manufacturer's 
recommended installation guidelines must be followed using recommended 
pressure sensitive or premium vinyl adhesives and application directions. 

 Apply the floor covering manufacturer's recommended adhesives directly 
onto the dB-4 Pro, following flooring manufacturers application instructions. 
dB-4 Pro is considered non-porous and it may take adhesives longer to flash 
off and cure than shown in the instructions.  

 Ensure the seams of dB-4 Pro underlayment are offset from the seams of the  
LVT. Vinyl plank type tile should be installed perpendicular (90 degrees) to the 
dB-4 Pro underlayment pattern. 

Installing Carpet and Carpet Tiles 
 Acclimate the floor covering at the installation site per the flooring 

manufacturer's requirements.  The floor covering manufacturer's 
recommended installation guidelines must be followed using recommended 
pressure sensitive or premium vinyl adhesives and application directions. 

 Apply the floor covering manufacturer's recommended adhesives directly 
onto the dB-4 Pro, following flooring manufacturers application instructions. 
dB-4 Pro is considered non-porous and it may take adhesives longer to flash 
off and cure than shown in the instructions.  

 Self-stick carpet tiles can be adhered directly to dB-4 Pro. 
 
 
 
 
 
 
 
 
 
 

 
 


